[bookmark: _GoBack][image: ]
image1.png
PAREX

PAREX USA MESH BACKWRAP
AT HEAD APPLICABLE. SEE ALSO
DETAIL W1.01 & W1.03

INTERLOCK
CORNERS OF
EXPANDED
POLYSTYRENE
INSULATION
BOARD

SEE ALSO
OUTSIDE CORNER
DETAIL G1.05

9" X 12" (222MM X 300MM) PAREX

STANDARD SYSTEM

SEE ALSO CORNER DETAIL G1.05
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SEE DETAILS T1.01 AND T1.02 FOR
FOUNDATION TERMINATION

USA REINFORCING MESH EMBEDDED
DIAGONALLY IN PAREX USA BASECOAT
AT CORNERS

SS G1.03 PRELIMINARY MESH APPLICATION

STANDARD SYSTEM
OPTIMUM SYSTEM

NOTE: EXPANDED POLYSTYRENE INSULATION BOARD JOINTS ARE OFFSET FROM WITH CORNERS OF OPENINGS

Disclaimer: The design, specifications, and construction shall comply with all local building codes and standards. Parex USA
installation guidelines are for general information and guidance only and Parex USA specifically disclaims any liability for the
use of this design, and for design, engineering, or workmanship of any project. The assembly shall be designed to prevent

condensation within the assembly. The designer and the user shall provide final drawings and specifications. Products shown
other than those manufactured by Parex USA are shown for clarity of the Parex USA product only. Contact the manufacturer
of such other products for installation instructions.





